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PHASING NOTES:

3.) PHASE 1 SHALL LAG PHASES 2 AND ' 6

1.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY. -
2.) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.

INSTALL ONE HANDHOLE WITHIN BREAK

SIDEWALK

Q

. INSTALL, BASE MOUNTED CABINET AND CONTROLLER WITH ALL OTHER NECESSARY EQUIPMENT (NOTE: INSTALL 2-2 IN. AND 2-4 IN.
SCHEDULE 80, 90 DEGREE CONDUIT BENDS)

. INSTALL NON-INVASIVE MICRO-LOOP PROBE

. INSTALL 10 IN.WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING

PRCPOSED UNDERGROUND ELECTRIC SERVICE

. INSTALL 24 IN.WHITE HEAT APPLIED' PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING

INSTALL METER SERVICE PEDESTAL

. INSTALL 2 IN. SCHEDULE 80 RIGID ELECTRICAL CONDUIT TRENCHED

. INSTALL W3-3 SIGN ON WESTBOUND MD 99 APPROXIMATELY 1200 FT.IN ADVANCE OF THE INTERSECTION ON TWO 4 IN.X 8 IN.WOOD POSTS

(TO BE REMOVED BY DISTRICT FORCES THREE MONTHS AFTER SIGNAL TURN ON) -

REMOVE EXISTING PAVEMENT MARKINGS

INSTALL 1 IN. LIQUID-TIGHT FLEXIBLE NON-METALIC CONDUIT - DETECTOR SLEEVE

INSTALL 6 FT.X 22 FT. QUADRUPOLE. TYPE LOOP DETECTOR ENCASED IN 1/4 IN.FLEXIBLE TUBING (3-6-3 WINDING)

. INSTALL § IN. YELLOW HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING

. INSTALL W3-3 SIGN ON EASTBOUND MD 99 APPROXIMATELY 900 FT.IN ADVANCE OF THE INTERSECTION ON TWO 4 IN.X 6 IN WOOD POSTS
(TO BE REMOVED BY DISTRICT FORCES THREE MONTHS AFTER SIGNAL TURN ON)

. INSTALL D-3{(3) SIGN ON WESTBOUND MD 99 APPROXIMATELY 450 FT.IN ADVANCE OF THE INTERSECTION ON TWO 4 IN.X 6 iN WOO0D POSTS . -
(RELOCATE THE EXISTING "SCHOOL ZONE” SIGN APPROX.100 FT.TO THE EAST) : fr

X. INSTALL D-3(3) SIGN ON EASTBOUND MD 99 APPROXIMATELY 500 FT.IN ADVANCE OF THE iNTERSECTiON ON TWO 4 IN.X 6 IN.WOOD POSTS .

Y. REMOVE EXISTING GROUND MOUNTED SIGN AND SUPPORTS

Z. INSTALL 2 IN.SCHEDULE 80 RIGID ELECTRICAL CONDUIT — BORED (EOR PROPOSED .;PHONE DROP)
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NEUTRAL 3-8
PRIMARY = >35'- 0"

. INSTALL ELECTRICAL HANDHOLE _
. INSTALL 3 IN. SCHEDULE 80 RIGID ELECTRICAL CONDUIT ~ TRENCHED

INSTALL 3 IN. SCHEDULE 80 RIGID ELECTRICAL CONDUIT ~ BORED AA, INSTAL\. SAND COLORED HEAT AP PLIED PERMANENT PREFORMED THERMOIASTIC PAVEMENT ANARKING FOR ISLAH D
. INSTALL 4 IN. SCHEDULE 80 RIGID ELECTRICAL CONDUIT - BORED (/i5'x15"’ R=2%)
. INSTALL 4 IN. SCHEDULE 80 RIGID ELECTRICAL CONDUIT ~ TRENCHED )

2. ALL TRAFFIC SIGNAL FOUNDATEONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS,
HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCE AS SPECIFIED IN MD 816.03, MD 818.01,

MD 818.02, MD 8‘!804 THE CONTRACTOR SHALL VERIFY' ULTIMATE. GRADES PRIOR TO THTE INSTALLATION OF ALL SIGNAL \ _ STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

EQUIPMENT,

3. REMOVE THE EX[STING ADVANCE STREET NAME SIGN ON EB.MD 99 WEST OF WOODFORD DRIVE.
4. REMOVE EXISTING Ri-1 "STOP" SIGN FOR WOODFORD DRIVE WHEN THE SIGNAL IS OPERATIONAL.
. 5. MAST ARM POLE "C" gSHALL BE INSTALLED NO CLOSER THAN 2 FT.FROM THE OVERHEAD TELEPHONE LINE.
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A, INSTALL 27 FT. MAST ARM POLE WITH 50 FT. MAST ARM, SIGNAL HEADS SIGNS, AND 15 FT. STREET - GEN ER AL NOTES
LIGHTING ARM WITH 250 WATT HPS LUMINAIRE (NOTE: INSTALL 2-3 IN. SCHEDULE 80,90 DEGREE CONDUIT BENDS) TELEPHONE = 21'- 3"
B. INSTALL 27 FT. MAST ARM POLE WITH A 70 FT. MAST ARM, SIGNAL HEADS, SiGNS AND VIDEQO DETECTION CAMERA. NEUTRAL = 30'- 9" 1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLEI—E 42 03
(NOTE: INSTALL 2-3 IN. SCHEDULE 80,90 DEGREE CONDUIT BENDS) | PRIMARY = >35'~ 0" THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES . TOD NO: AX142-
o ST At FLE I s Tt S, s, 50,4 Y0 OTETON o - e e Gt e T AT eVt VLT o, oo s SHA No: HOUTASICSINS)
NOTE: INSTALL 2-3 IN. SCHEDULE 80, 80 DEGREE CONDUIT BENDS = 2{'-0Q" ' : i
( ) ' TELEPHONE _ 21— 0 RESOLVED. . MD 99 @ Woodford Drive
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TRAFFIC SIGNAL PLAN

OFFICE OF TR?EFIC & SAFETY

Trerrc Concerrs,

325 Gambrills Road
Suite E
Gambrills, MD 21054

(410) 923-7101
FAX (410) 923—6473
EMAIL TRAFFIC.CONCEPTS@COMCAST.NET
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